
1.5m (5’)
ditch

0.3m (1’)

0.6 or 1.2m
(2’ - 4’)

shoulder
1.1m
(3.5’)

0.9m
(3’)

0.6 or 1.2m
(2’ - 4’)

shoulder

3.6m
(12’)

travel lane

3.6m
(12’)

travel lane

Variable slope

Variable slope

Rounded
cut slope

0.6m (2’)

Asphalt pavement Subgrade

Guardrail Section

1.5m (5’)
ditch

0.3m (1’)

0.6 or 1.2m
(2’ - 4’)

shoulder

0.6 or 1.2m
(2’ - 4’)

shoulder

3.6m
(12’)

travel lane

3.6m
(12’)

travel lane

Existing slope

0.6m (2’)

Varies

Asphalt pavement

Wall type to be determined

Subgrade

(9.6m [32ft.] shown)

Yellow
centerline

White
edgeline White

edgeline

Proposed Project Typical Section

Asphalt pavement

Existing Roadway

Approx
2.7m (9’)

travel lane

Varies
0-1m
(3’)

2.4m
(8’)

foreslope
1.8m (6’) ditch

0.6 or 1.2m
(2’ - 4’)

shoulder

0.6 or 1.2m
(2’ - 4’)

shoulder

Area revegetated

Area revegetated

3.6m
(12’)

travel lane

Asphalt pavement Subgrade

Yellow
centerline

Foreslope

Variable slope Variable slope

White
edgeline White

edgeline

Roadway Cross Sections

Retaining Wall Section


